
Babysecure Wall Gate Mount Kit 
If you are installing a safety gate in any location other than a flat wood framed doorway you will 
need a Gate Mount to help create the flat, straight surface needed. 
 
There are two applications which may be used. 

1) Directly to the Wall – preferred 

 Locate mounting template and read instructions for your Gate. Place template to 
wall and hold in place with small piece of masking tape. Straighten with level.  

 Mark the top of the template on the wall where the placement of the top of the 
Gate’s upper most fixture should go. 

 If there is a base board molding, cut the Gate Mount so that the Gate Mount will 
be the height from the top of the baseboard to where you marked the top of the 
template. 

 Hold the cut Gate Mount up to the wall and level. 

 While holding in place, drill through the Gate Mount and into the wall board in 
two places a few inches from the top and bottom. If you reach a stud, screw the 
Gate Mount to the wall with a 3” long screw. If you drill through to a hallow 
space, remove the Gate Mount and use the toggle anchors provided. 

 Put the toggle screws through the Gate Mount, fit the toggle to the end of the 
screw with the flat surface facing the Gate Mount. 

 Fold the toggle wings down to the screw and note the width to choose a larger 
drill slightly smaller than this width. Drill the large hole in the wall board. 

 Push or tape with a hammer so the toggle gets inserted to the inside of the wall.  

 As you hold the Gate Mount to create tension, screw the toggle bolt until tight. 

 Now follow gate instructions to install gate.  
 

2) Gate Mount with Spacer 

 Locate the mounting template and read instructions for installation of your gate.  

 Place the 36" piece of wood vertically against the baseboard where the gate will 
be mounted. Cut the Gate Mount to be similar to the height of the top fixture of 
the gate on the template. Use the piece that is cut as your spacer. 

 Place the spacer behind the Gate Mount, hold up to the wall and baseboard, 
leveling to make straight. 

  Drill a pilot hole through the wood and baseboard, approximately 1 

 1⁄2" from the bottom. 

 Make sure this hole doesn't interfere with the gate mounting hardware. 

 Secure the Gate Mount using 2 ½” screw, 

 Drill a  hole 1" from the top through both the Gate Mount and Spacer. Screw a 3" 
long screw through the wood and spacers if you reach a stud. 

  If you haven’t been lucky enough to hit a stud, enlarge only the hole you’ve 
drilled into wall board. Use the toggle bolts to secure your Mount to the wall. 
 


